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Dated: May 30, 1995.
Michael H. Shapiro,
Director, Office of Solid Waste.

For the reasons set out in the
preamble, 40 CFR part 261 is amended
as follows:

PART 261—IDENTIFICATION AND
LISTING OF HAZARDOUS WASTE

1. The authority citation for Part 261
continues to read as follows:

Authority: 42 U.S.C. 6905, 6912(a), 6921,
6922, and 6938.

2. In Table 2 of Appendix IX, Part 261
add the following wastestream in
alphabetical order by facility to read as
follows: Appendix IX—Wastes
Excluded Under §§ 260.20 and 260.22.

TABLE 2.—WASTES EXCLUDED FROM SPECIFIC SOURCES

Facility Address Waste description

* * * * * * *
Conversion Sys-

tems, Inc.
Horsham, Penn-

sylvania.
Chemically Stabilized Electric Arc Furnace Dust (CSEAFD) that is generated by Conversion Systems,

Inc. (CSI) (using the Super DetoxTM treatment process as modified by CSI to treat EAFD (EPA Haz-
ardous Waste No. K061)) at the following sites and that is disposed of in Subtitle D landfills:

Northwestern Steel, Sterling, Illinois after June 13, 1995.
CSI must implement a testing program for each site that meets the following conditions for the exclu-

sion to be valid:
(1) Verification Testing Requirements: Sample collection and analyses, including quality control proce-

dures, must be performed according to SW–846 methodologies.
(A) Initial Verification Testing: During the first 20 operating days of full-scale operation of a newly con-

structed Super DetoxTM treatment facility, CSI must analyze a minimum of four (4) composite sam-
ples of CSEAFD representative of the full 20-day period. Composites must be comprised of rep-
resentative samples collected from every batch generated. The CSEAFD samples must be analyzed
for the constituents listed in Condition (3). CSI must report the operational and analytical test data,
including quality control information, obtained during this initial period no later than 60 days after the
generation of the first batch of CSEAFD.

(B) Addition of New Super DetoxTM Treatment Facilities to Exclusion: If the Agency’s review of the data
obtained during initial verification testing indicates that the CSEAFD generated by a specific Super
DetoxTM treatment facility consistently meets the delisting levels specified in Condition (3), the Agen-
cy will publish a notice adding to this exclusion the location of the new Super DetoxTM treatment fa-
cility and the name of the steel mill contracting CSI’s services. If the Agency’s review of the data ob-
tained during initial verification testing indicates that the CSEAFD generated by a specific Super
DetoxTM treatment facility fails to consistently meet the conditions of the exclusion, the Agency will
not publish the notice adding the new facility.

(C) Subsequent Verification Testing: For the Sterling, Illinois facility and any new facility subsequently
added to CSI’s conditional multiple-site exclusion, CSI must collect and analyze at least one compos-
ite sample of CSEAFD each month. The composite samples must be composed of representative
samples collected from all batches treated in each month. These monthly representative samples
must be analyzed, prior to the disposal of the CSEAFD, for the constituents listed in Condition (3).
CSI may, at its discretion, analyze composite samples gathered more frequently to demonstrate that
smaller batches of waste are nonhazardous.

(2) Waste Holding and Handling: CSI must store as hazardous all CSEAFD generated until verification
testing as specified in Conditions (1)(A) and (1)(C), as appropriate, is completed and valid analyses
demonstrate that Condition (3) is satisfied. If the levels of constituents measured in the samples of
CSEAFD do not exceed the levels set forth in Condition (3), then the CSEAFD is non-hazardous and
may be disposed of in Subtitle D landfills. If constituent levels in a sample exceed any of the delisting
levels set in Condition (3), the CSEAFD generated during the time period corresponding to this sam-
ple must be retreated until it meets these levels, or managed and disposed of in accordance with
Subtitle C of RCRA. CSEAFD generated by a new CSI treatment facility must be managed as a haz-
ardous waste prior to the addition of the name and location of the facility to the exclusion. After addi-
tion of the new facility to the exclusion, CSEAFD generated during the verification testing in Condition
(1)(A) is also non-hazardous, if the delisting levels in Condition (3) are satisfied.

(3) Delisting Levels: All leachable concentrations for those metals must not exceed the following levels
(ppm): Antimony—0.06; arsenic—0.50; barium—7.6; beryllium—0.010; cadmium—0.050; chromium—
0.33; lead—0.15; mercury—0.009; nickel—1; selenium—0.16; silver—0.30; thallium—0.020; vana-
dium—2; and zinc—70. Metal concentrations must be measured in the waste leachate by the method
specified in 40 CFR 261.24.

(4) Changes in Operating Conditions: After initiating subsequent testing as described in Condition
(1)(C), if CSI significantly changes the stabilization process established under Condition (1) (e.g., use
of new stabilization reagents), CSI must notify the Agency in writing. After written approval by EPA,
CSI may handle CSEAFD wastes generated from the new process as non-hazardous, if the wastes
meet the delisting levels set in Condition (3).


