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procedures be reported. Proposed
§ 125.409(a)(4) would add the same
requirements for operations conducted
under part 125. These proposed changes
would eliminate the reporting of events
that do not affect safety by indicating
that such events would have to be
reported only if emergency procedures
are exercised.

The proposed change also would
delete the words ‘‘during flight.’’ The
proposed reporting requirement would
include events that occur in flight or on
the ground and would expand the
reporting of these events to the entire
aircraft. The current requirements only
cover these events if they occur in the
crew compartment or passenger cabin.

Sections 121.703(a)(5), 125.409(a)(5),
127.313(a)(5), and 135.415(a)(5)

These proposed sections would
combine the reporting requirements for
engine failures and shutdowns in
current §§ 121.703(a)(6), 121.703(a)(7),
121.703(a)(8), and 121.703(a)(9) into
proposed § 121.703(a)(5); current
§§ 127.313(a)(6), 127.313(a)(7),
127.313(a)(8), and 127.313(a)(9) into
proposed § 127.313(a)(5); and current
§§ 135.415(a)(6), 135.415(a)(7),
135.415(a)(8), and 135.415(a)(9) into
proposed § 135.415(a)(5). An equivalent
§ 125.409(a)(5) would also be added.

The proposed change would require
that the certificate holder report failures,
malfunction, or defects involving all
engine flameouts and shutdowns during
ground or flight operations. The
proposed sections would contain a
provision to exclude intentional engine
shutdowns, such as those that occur
during flight crew training, test flights,
and taxiing to reduce fuel consumption.

Sections 121.703(a)(6), 125.409(a)(6),
and 135.415(a)(6)

These proposed sections would
amend current §§ 121.703(a)(10) and
135.415(a)(10) by deleting the words
‘‘during flight.’’ The proposed change
would require that the certificate holder
report the failure, malfunction, or defect
of any propeller feathering system or the
ability of the system to control
overspeed events whether such events
occur during flight or on the ground.
Proposed § 125.409(a)(6) would
specifically state the equivalent
requirement for operations conducted
under part 125.

Sections 121.703(a)(7), 125.409(a)(7),
127.313(a)(6), and 135.415(a)(7)

These proposed paragraphs would
redesignate the requirements in
§ 121.703(a)(11) as § 121.703(a)(7),
§ 127.313(a)(9) as § 127.313(a)(6), and
§ 135.415(a)(11) as § 135.415(a)(7), and

would add new §§ 125.409(a)(7). These
requirements pertain to reporting the
failure, malfunction, or defect of a fuel
or fuel-dumping system that affects fuel
flow or causes hazardous leakage in
flight. Section 127.313(a)(6) is proposed
to include fuel dumping systems
because these systems are now available
on some helicopters.

Sections 121.703(a)(8), 125.409(a)(8),
127.313(a)(10), and 135.415(a)(8)

The proposed rule would redesignate
current paragraph § 121.703(a)(12) as
§ 121.703(a)(8); revise current
§ 135.415(a)(12) and redesignate it as
§ 135.415(a)(8); revise § 127.313(a)(10);
and add new § 125.409(a)(8). These
sections require the reporting of failures,
malfunctions, or defects in the operation
of landing gear and landing gear doors
during flight. Section 127.313(a)(10)
would be revised to include equivalent
requirements to apply to helicopters
that have retractable landing gear. The
requirements of current § 127.313(a)(10)
related to helicopter structures that
require major repairs would be moved
to proposed new § 127.314. The
proposed rule would also remove the
term ‘‘unwanted’’ from current
§ 135.415(a)(12) to require that any
landing gear extension or retraction, or
opening or closing of landing gear doors
during flight resulting from a
malfunction or defect must be reported.
This also would ensure consistency
with the reporting requirements of parts
121 and 125.

Sections 121.703(a)(9), 125.409(a)(9),
127.313(a)(11), and 135.415(a)(9)

Current §§ 121.703(a)(13) and
135.415(a)(13) relating to failures,
malfunctions, or defects in aircraft
braking components would be revised
and redesignated as proposed
§§ 121.703(a)(9) and 135.415(a)(9),
respectively. The equivalent
requirements would be revised and
redesignated in proposed § 125.409(a)(9)
to provide consistency with parts 121
and 135. Section 127.313(a)(11) would
be revised to include the reporting of
failures, malfunctions, or defects of
brake system components because
wheeled helicopters are equipped with
brakes. The requirements of current
§ 127.313(a)(11) related to cracks,
deformation, or corrosion of helicopter
structures would be moved to proposed
new § 127.314.

The proposed rule would change
‘‘loss of brake actuating force’’ to ‘‘any
detectable loss of brake actuating force’’
to clarify the interpretation of the term
‘‘loss.’’ Some air carriers have
interpreted the term ‘‘loss’’ to mean total
loss of braking action. This proposed

rule would state that failures,
malfunctions, or defects that result in
any reduced braking are events that are
required to be reported, excluding
aircraft braking component
malfunctions, defects, or discrepancies
that are deferrable according to the
Minimum Equipment List as provided
for in § 91.213.

Sections 121.703(a)(10), 125.409(a)(10),
127.313(a)(7), and 135.415(a)(10)

Proposed §§ 121.703(a)(10),
125.409(a)(10), 127.313(a)(7), and
135.415(a)(10) would include the
reporting of information relating to
aborted takeoff. Currently, air carriers
are not required to report information
on aborted or ‘‘rejected’’ takeoffs.
Limited information relating to aborted
takeoffs that result from an accident or
incident may be available through the
FAA’s Accident/Incident Data
Subsystem or the National
Transportation Safety Board (NTSB).
The proposed rule would require that
information on all aborted takeoffs after
initiation of the takeoff roll, resulting
from a failure, malfunction, or defect of
an aircraft component or system be
reported to troubleshoot problems that
may have safety-of-flight implications.

In addition, the current regulations
require reporting of failures,
malfunctions, or defects occurring in
aircraft components or systems that
result in any emergency action taken
during flight, excluding the shutdown of
an aircraft engine. The reference to
excepting engine shutdowns in current
§§ 121.703(a)(16), 127.313(a)(12), and
135.415(a)(16) would not be included in
this proposed paragraph because the
reporting of failures, malfunctions, or
defects involving any aircraft engine
shutdown would be required by
proposed §§ 121.703(a)(5), 127.313(a)(5),
and 135.415(a)(5), respectively.

Sections 121.703(a)(11), 125.409(a)(11),
127.313(a)(9), and 135.415(a)(11)

The proposed paragraphs would
revise current § 121.703(a)(17) and
redesignate it as § 121.703(a)(11); add
new § 125.409(a)(11); and revise current
§§ 127.313(a)(9) and 135.415(a)(11). The
proposed rule would state that a failure
of individual components that does not
affect the operation of an aircraft’s
emergency evacuation system or
components, exit doors, passenger
evacuation lighting systems, or
evacuation equipment need not be
reported. The proposed rule also would
state that failures, malfunctions, or
defects that are deferrable according to
the Minimum Equipment List as
provided for in § 91.213 need not be
reported. This proposed change would


