
50412 Federal Register / Vol. 60, No. 189 / Friday, September 29, 1995 / Rules and Regulations

83 (48 FR 35736) or 1–90 (55 FR 9033), as
applicable; 29 CFR Part 1911.

§ 1915.1001 [Amended]
3. In § 1915.1001, paragraph (g)(7)(iii)

is redesignated as (g)(7)(ii)(C), and a
new paragraph (g)(7)(iii) is added and
reserved.

4. and 5. In § 1915.1001, paragraph
(g)(8)(iv)(B) is removed and reserved.

6. In § 1915.1001, paragraph
(g)(8)(iv)(C) is revised to read as follows:

§ 1915.1001 Asbestos.

* * * * *
(g) * * *
(8) * * *
(iv) * * *
(C) The gasket shall be immediately

placed in a disposal container.
* * * * *

7. In § 1915.1001, paragraph (g)(12)
introductory text is revised to read as
follows:
* * * * *

(g) * * *
(12) Alternative methods of

compliance for installation, removal,
repair, and maintenance of certain
roofing and pipeline coating materials.
Notwithstanding any other provision of
this section, and employer who
complies with all provisions of this
paragraph (g)(12) when installing,
removing, repairing, or maintaining
intact pipeline asphaltic wrap, or roof
cements, mastics, coatings, or flashings
which contain asbestos fibers
encapsulated or coated by bituminous
or resinous compounds shall be deemed
to be in compliance with this section. If
an employer does not comply with all
provisions of this paragraph (g)(12), or
if during the course of the job the
material does not remain intact, the
provisions of paragraph (g)(8) of this
section apply instead of this paragraph
(g)(12).
* * * * *

8. In § 1915.1001, paragraph
(g)(12)(vi) is added to read as follows:
* * * * *

(g) * * *
(12) * * *
(vi) All removal or disturbance of

pipeline asphaltic wrap shall be
performed using wet methods.
* * * * *

9. In § 1915.1001, paragraph (h)(2)(v)
is revised to read as follows:
* * * * *

(h) * * *
(2) * * *
(v) In addition to the selection criteria

in paragraph (h)(2)(i) through (iv), the
employer shall provide a tight-fitting
powered air purifying respirator
equipped with high efficiency filters or

a full facepiece supplied air respirator
operated in the pressure demand mode
equipped with HEPA egress cartridges
or an auxiliary positive pressure self-
contained breathing apparatus for all
employees within the regulated area
where Class I work is being performed
for which a negative exposure
assessment has not been produced and,
the exposure assessment indicates the
exposure level will not exceed 1 f/cc as
an 8-hour time weighted average. A full
facepiece supplied air respirator
operated in the pressure demand mode
equipped with an auxiliary positive
pressure self-contained breathing
apparatus shall be provided under such
conditions, if the exposure assessment
indicates exposure levels above 1 f/cc as
an 8-hour time weighted average.
* * * * *

10. In § 1915.1001, paragraph (o)(4)(i)
is revised to read as follows:
* * * * *

(o) * * *
(4) * * *
(i) For Class I and II asbestos work the

qualified person shall be trained in all
aspects of asbestos removal and
handling, including: Abatement,
installation, removal and handling; the
contents of this standard; the
identification of asbestos; removal
procedures, where appropriate; and
other practices for reducing the hazard.
Such training shall be obtained in a
comprehensive course for supervisors,
that meets the criteria of EPA’s Model
Accreditation Plan (40 CFR part 763,
subpart E, Appendix C), such as a
course conducted by an EPA-approved
or state-approved training provider,
certified by EPA or a state, or a course
equivalent in stringency, content, and
length.
* * * * *

PART 1926—SAFETY AND HEALTH
REGULATIONS FOR CONSTRUCTION

1. and 2. The authority citation of
subpart Z of 29 CFR Part 1926 continues
to read as follows:

Authority: Sections 6 and 8, Occupational
Safety and Health Act, 29 U.S.C. 655, 657;
Secretary of Labor’s Orders Nos. 12–71 (36
FR 8754), 8–76 (41 FR 25059), 9–83 (48 FR
35736) or 1–90 (55 FR 9033) as applicable;
and 29 CFR Part 1911.

Section 1926.1101 also issued under 5
U.S.C. 553.

Section 1926.1102 not issued under 29
U.S.C. 655 or 29 CFR Part 1911; also issued
under 5 U.S.C. 553.

Section 1926.1103 through 1926.1118 also
issued under 29 U.S.C. 653.

Section 1926.1128 also issued under 29
U.S.C. 653.

Section 1926.1145 and 1926.1147 also
issued under 29 U.S.C. 653.

Section 1926.1148 also issued under 29
U.S.C. 653.

§ 1926.1101 [Amended]
3. In § 1926.1101, paragraph (g)(7)(iii)

is redesignated as (g)(7)(ii)(C), and a
new paragraph (g)(7)(iii) is added and
reserved.

4. and 5. In § 1926.1101, paragraph
(g)(8)(iv)(B) is removed and reserved.

6. In § 1926.1101, paragraph
(g)(8)(iv)(C) is revised to read as follows:

§ 1926.1101 Asbestos.

* * * * *
(g) * * *
(8) * * *
(iv) * * *
(c) The gasket shall be immediately

placed in a disposal container.
* * * * *

7. In § 1926.1101, paragraph (g)(11)
introductory text is revised to read as
follows:
* * * * *

(g) * * *
(11) Alternative methods of

compliance for installation, removal,
repair, and maintenance of certain
roofing and pipeline coating materials.
Notwithstanding any other provision of
this section, an employer who complies
with all provisions of this paragraph
(g)(11) when installing, removing,
repairing, or maintaining intact pipeline
asphaltic wrap, or roof cements,
mastics, coatings, or flashings which
contain asbestos fibers encapsulated or
coated by bituminous or resinous
compounds shall be deemed to be in
compliance with this section. If an
employer does not comply with all
provisions of this paragraph (g)(11), or
if during the course of the job the
material does not remain intact, the
provisions of paragraph (g)(8) of this
section apply instead of this paragraph
(g)(11).
* * * * *

8. In § 1926.1101, paragraph
(g)(11)(vi) is added to read as follows:
* * * * *

(g) * * *
(11) * * *
(vi) All removal or disturbance of

pipeline asphaltic wrap shall be
performed using wet methods.
* * * * *

9. In § 1926.1101, paragraph (h)(2)(v)
is revised to read as follows:
* * * * *

(h) * * *
(2) * * *
(v) In addition to the selection criteria

in paragraphs (h)(2)(i) through (iv), the
employer shall provide a tight-fitting
powered air purifying respirator
equipped with high efficiency filters or


