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12 Where annual site inspections are shown in the
plan to be impractical for inactive mining sites, due
to remote location and inaccessibility, site
inspections must be conducted at least once every
3 years.

13 Large and medium municipal separate storm
sewer systems are systems located in an
incorporated city with a population of 100,000 or
more, or in a county identified as having a large or
medium system (see 40 CFR 122.26(b) (4) and (7)
and Appendices F through I to Part 122). A list of
these municipalities is provided in Addendum D to
today’s notice.

4. Comprehensive Site Compliance
Evaluation

The permit requires that the storm
water pollution prevention plan
describe the scope and content of the
comprehensive site evaluations that
qualified personnel will conduct to (1)
confirm the accuracy of the description
of potential pollution sources contained
in the plan, (2) determine the
effectiveness of the plan, and (3) assess
compliance with the terms and
conditions of the permit. Note that the
comprehensive site evaluations are not
the same as periodic or other
inspections described for certain
industries under Part VI.C.3.d of this
fact sheet. However, in the instances
when frequencies of inspections and the
comprehensive site compliance
evaluation overlap they may be
combined allowing for efficiency, as
long as the requirements for both types
of inspections are met. The plan must
indicate the frequency of
comprehensive evaluations which must
be at least once a year, except where
comprehensive site evaluations are
shown in the plan to be impractical for
inactive mining sites, due to remote
location and inaccessibility. 12 The
individual or individuals who will
conduct the comprehensive site
evaluation must be identified in the
plan and should be members of the
pollution prevention team. Material
handling and storage areas and other
potential sources of pollution must be
visually inspected for evidence of actual
or potential pollutant discharges to the
drainage system. Inspectors also must
observe erosion controls and structural
storm water management devices to
ensure that each is operating correctly.
Equipment needed to implement the
pollution prevention plan, such as that
used during spill response activities,
must be inspected to confirm that it is
in proper working order.

The results of each comprehensive
site evaluation must be documented in
a report signed by an authorized
company official. The report must
describe the scope of the comprehensive
site evaluation, the personnel making
the comprehensive site evaluation, the
date(s) of the comprehensive site
evaluation, and any major observations
relating to implementation of the storm
water pollution prevention plan.
Comprehensive site evaluation reports
must be retained for at least 3 years after
the date of the evaluation. Based on the

results of each comprehensive site
evaluation, the description in the plan
of potential pollution sources and
measures and controls must be revised
as appropriate within 2 weeks after each
comprehensive site evaluation, unless
indicated otherwise in Section XI of the
permit. Changes in procedural
operations must be implemented on the
site in a timely manner for non-
structural measures and controls not
more than 12 weeks after completion of
the comprehensive site evaluation.
Procedural changes that require
construction of structural measures and
controls are allowed up to 3 years for
implementation. In both instances, an
extension may be requested from the
Director.

D. Special Requirements

1. Special Requirements for Storm
Water Discharges Associated With
Industrial Activity Through Large and
Medium Municipal Separate Storm
Sewer Systems

Permittees that discharge storm water
associated with industrial activity
through large or medium municipal
separate storm sewer systems 13 are
required to submit notification of the
discharge to the operator of the
municipal separate storm sewer system.
A list of these systems is provided in
Addendum D of today’s notice.

Facilities covered by this permit must
comply with applicable requirements in
municipal storm water management
programs developed under NPDES
permits issued for the discharge of the
municipal separate storm sewer system
that receives the facility’s discharge,
provided the discharger has been
notified of such conditions. In addition,
permittees that discharge storm water
associated with industrial activity
through a large or medium municipal
separate storm sewer system must make
their pollution prevention plans
available to the municipal operator of
the system upon request by the
municipal operator.

2. Special Requirements for Storm
Water Discharges Associated With
Industrial Activity From Facilities
Subject to EPCRA Section 313
Requirements

Today’s permit contains special
requirements for certain permittees
subject to reporting requirements under

Section 313 of the EPCRA (also known
as Title III of the Superfund
Amendments and Reauthorization Act
(SARA)). EPCRA Section 313 requires
operators of certain facilities that
manufacture (including import),
process, or otherwise use listed toxic
chemicals to report annually their
releases of those chemicals to any
environmental media. Listed toxic
chemicals include more than 500
chemicals and chemical classes listed at
40 CFR Part 372 (including the recently
added chemicals published November
30, 1994).

The criteria for facilities that must
report under Section 313 are given at 40
CFR 372.22. A facility is subject to the
annual reporting provisions of Section
313 if it meets all three of the following
criteria for a calendar year: it is
included in SIC codes 20 through 39; it
has 10 or more full-time employees; and
it manufactures (including imports),
processes, or otherwise uses a chemical
listed in 40 CFR 372.65 in amounts
greater than the ‘‘threshold’’ quantities
specified in 40 CFR 372.25.

There are more than 300 individually
listed Section 313 chemicals, as well as
20 categories of Toxic Release Inventory
(TRI) chemicals for which reporting is
required. EPA has the authority to add
to and delete from this list. The Agency
has identified approximately 175
chemicals that it is classifying for the
purposes of this general permit as
‘‘Section 313 water priority chemicals.’’
For the purposes of this permit, Section
313 water priority chemicals are defined
as chemicals or chemical categories that
(1) are listed at 40 CFR 372.65 pursuant
to EPCRA Section 313; (2) are
manufactured, processed, or otherwise
used at or above threshold levels at a
facility subject to EPCRA Section 313
reporting requirements; and (3) meet at
least one of the following criteria: (i) are
listed in Appendix D of 40 CFR Part 122
on either Table II (organic priority
pollutants), Table III (certain metals,
cyanides, and phenols), or Table V
(certain toxic pollutants and hazardous
substances); (ii) are listed as a hazardous
substance pursuant to Section
311(b)(2)(A) of the CWA at 40 CFR
116.4; or (iii) are pollutants for which
EPA has published acute or chronic
toxicity criteria. A list of the water
priority chemicals is provided in
Addendum F to today’s notice. In
today’s permit, EPA is not extending the
special requirements to facilities that
store liquid chemicals in above-ground
tanks or handle liquid chemicals in
areas exposed to precipitation if such
facilities are not subject to EPCRA
Section 313 reporting requirements.


