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unstaffed it may be difficult to collect
storm water discharge samples when a
qualifying event occurs. Today’s final
permit has been revised so that inactive,
unstaffed facilities can exercise a waiver
of the requirement to conduct quarterly
visual examination.

D. Storm Water Discharges Associated
With Industrial Activity From Asphalt
Paving and Roofing Materials
Manufacturers and Lubricant
Manufacturers

1. Discharges Covered Under This
Section

On November 16, 1990 (55 FR 47990),
EPA promulgated the regulatory
definition of ‘‘storm water discharges
associated with an industrial activity.’’
This definition includes point source
discharges of storm water from eleven
major categories of facilities, including
facilities commonly identified by
Standard Industrial Classification (SIC)
29. Today’s permit only covers storm
water discharges associated with
industrial activities at facilities which
manufacture asphalt paving mixtures
and blocks (SIC code 2951), asphalt felts
and coatings (SIC code 2952), and
lubricating oils and greases (SIC code

2992). Hereinafter, facilities with
primary SIC codes 2951 or 2952 will be
referred to as ‘‘Asphalt Facilities,’’ and
facilities with primary SIC code 2992 as
‘‘Lubricant Manufacturers.’’

Section XI.D of today’s permit does
not apply to renderers of fats and oils,
petroleum refining facilities or to oil
recycling facilities. Petroleum refining
facilities are not eligible for coverage
under today’s permit, because these
types of facilities did not participate in
the group application process.
Renderers of fats and oils are covered
under Section XI.U of today’s permit.
Oil recycling facilities are covered
under Section XI.N of today’s permit.
These facilities are more appropriately
grouped with the liquid waste recyclers
covered under Section XI.N.

When an industrial facility, described
by the above coverage provisions of this
section, has industrial activities being
conducted onsite that meet the
description(s) of industrial activities in
another section(s), that industrial
facility shall comply with any and all
applicable monitoring and pollution
prevention plan requirements of the
other section(s) in addition to all
applicable requirements in this section.
The monitoring and pollution

prevention plan terms and conditions of
this multi-sector permit are additive for
industrial activities being conducted at
the same industrial facility (co-located
industrial activities). The operator of the
facility shall determine which other
monitoring and pollution prevention
plan section(s) of this permit (if any) are
applicable to the facility.

This section is applicable to storm
water discharges from portable plants.
Although portable plants were not
included in the group application
process the significant materials and
industrial activities conducted at these
facilities are sufficiently similar to
permanent facilities to allow coverage.
This section is applicable to storm water
discharges from portable plants, with
the condition that a new Notice of Intent
(NOI) be submitted for each location
and the pollution prevention plan be
revised accordingly with each change in
location.

a. Industry Profile. Presented below
are brief descriptions of the industrial
activities associated with asphalt
facilities and lubricant manufacturers.
Table D–1 shows some common
significant materials exposed at these
types of facilities.

TABLE D–1.—ACTIVITIES, POLLUTANT SOURCES, AND POLLUTANTS i, ii

Activity Pollutant source Pollutant

Asphalt Paving Manufacturing Facilities

Material Storage and Handling ........ Additives, asphalt, asphalt cement, asphalt concrete, asphalt prod-
ucts, asphalt release agents, crushed stone, fuel, granite, gran-
ules, gravel, limestone, lubricants, mineral spirits, oil, quartzite
rock, reclaimed asphalt pavement (RAP), sand, sandstone, slag.

TSS, Oil and Grease, pH, COD.

Asphalt Roofing Material Manufacturers

Material Storage and Handling ........ Mineral spirits, asphalt, asphalt cutbacks, asphalt shingles, lime-
stone, sand, slag, asphalt rolls, asphalt felt, talc oil and fuel.

TSS, Oil and Grease, pH and
COD.

Lubricant Manufacturers

Material Storage and Handling ........ Oils, waste solvents, petroleum distillates, lubricants, chemical addi-
tives.

Oil and Grease, pH, TSS.

i Storm water group applications, parts 1 and 2.
ii EPA. Development Document on Paving and Roofing Materials (EPA 440/1–74/049).

(1) Manufacturers of Asphalt Paving
Mixtures and Blocks (SIC 2951).
Manufacturers classified in SIC 2951
store purchased asphalt in above ground
tanks. They stockpile a variety of raw
materials such as sand, gravel, crushed
limestone, and recycled asphalt
products (RAP). These facilities produce
asphalt concrete, and may also mold
and cure asphalt concrete products such
as asphalt blocks. There are two types

of facilities associated with these
activities, batch plants and drum plants.

Batch plants receive aggregate (sand,
stone, limestone, gravel, etc.) in bulk by
rail or truck. The aggregate is usually
stockpiled outside. It is then transported
by a conveyor or front-end loader to a
rotary drier. When dried and heated the
aggregate is transported to a screening
unit which separates the aggregate into
various sizes and deposits the graded
aggregate into hot storage bins.

Aggregate and mineral filler are then
weighed and transported to a mixing
unit or pug mill where they are mixed
with heated asphalt cement to produce
asphalt concrete. The resulting asphalt
concrete is either stored in a heated silo
or loaded directly onto trucks for
transport to the job site.

At drum (cold feed) plants a measured
amount of aggregate is placed in the
drum where it is dried and heated.
Heated asphalt cement is added to the


