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TABLE P–7.—COMMON STORM WATER MANAGEMENT CONTROLS FOR ACTIVITIES AT VEHICLE AND EQUIPMENT
MAINTENANCE SHOPS—Continued

Activity BMPs

Drain oil filters before disposal or recycling.
Drain and contain all fluids from wrecked vehicles and ‘‘parts’’ cars.
Store cracked batteries in a nonleaking secondary container.
Promptly transfer used fluids to the proper container; do not leave full drip pans or other open

containers around the shop. Empty and clean drip pans and containers.
Do not pour liquid waste down floor drains, sinks, or outdoor storm drain inlets.
Plug floor drains that are connected to the storm or sanitary sewer; if necessary, install a sump

that is pumped regularly.
Inspect the maintenance area regularly for proper implementation of control measures.
Train employees on proper waste control and disposal procedures.

Outdoor vehicle and equipment storage and
parking.

Use drip pans under all vehicles and equipment waiting for maintenance.
Cover the storage area with a roof.
Inspect the storage yard for filling drip pans and other problems regularly.
Train employees on procedures for storage and inspection items.

Locomotive sanding areas ............................. Cover sand storage piles.
Install sediment traps.
Install curbs or dikes around storage piles to minimize storm water runon.

Painting areas ................................................ Keep paint and paint thinner away from traffic areas to avoid spills.
Spray paint in an Occupational Safety and Health Act (OSHA) approved hood.
Use effective spray equipment that delivers more paint to the target and less over-spray.
Avoid sanding in windy weather and collect and dispose of waste properly.
Recycle paint, paint thinner, and solvents.
Inspect painting procedures to ensure that they are conducted properly.
Train employees on proper sanding, painting, and spraying techniques.

Vehicle or equipment washing areas ............ Avoid washing parts or equipment outside.
Use phosphate-free biodegradable detergents.
Designate an area for cleaning activities.
Contain and recycle washwaters.
Ensure that washwaters drain well.
Inspect cleaning area regularly.
Train employees on proper washing procedures.

Liquid storage in above ground storage ........ Maintain good integrity of all storage containers.
Install safeguards (such as diking or berming) against accidental releases at the storage area.
Inspect storage tanks to detect potential leaks and perform preventive maintenance.
Inspect piping systems (pipes, pumps, flanges, couplings, hoses, and valves) for failures or leaks.
Train employees on proper filling and transfer procedures.

Cold weather activities ................................... Minimize salt application.
Use uncontaminated dirt or ash, if use is necessary.
Train employees on proper salt, dirt, sand, or ash application

Improper connections to storm sewer ........... Plug all floor drains connected to sanitary or storm sewer or if connection is unknown. Alter-
natively, install a sump that is pumped regularly.

Perform smoke or dye testing to determine if interconnections exist between sanitary water sys-
tem and storm sewer system.

Update facility schematics to accurately reflect all plumbing connections.
Install a safeguard against vehicle washwaters entering the storm sewer unless permitted.
Maintain and inspect the integrity of all underground storage tanks; replace when necessary.
Train employees on proper disposal practices for all materials.
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4. Pollutant Control Measures Required
Through Other EPA Programs

EPA recognizes that other programs
address the operation of vehicle and
equipment maintenance and equipment
cleaning operations. In particular, as
described below, the Resource
Conservation and Recovery Act (RCRA)
and the Underground Storage Tank
(UST) programs require careful
management of materials used onsite

which decreases the probability that
storm water from such areas will be
contaminated by these materials.

Under the RCRA program, on
September 10, 1992, EPA promulgated
standards in 40 CFR Part 279 for the
management of used oils that are
recycled (57 FR 41566). These standards
include requirements for used oil
generators, transporters, processors/re-
refiners, and burners. The standards for

used oil generators apply to all
generators, regardless of the amount of
used oil they generate. Do-it-yourself
(DIY) generators which generate used oil
from the maintenance of their personal
vehicles, however, are not subject to the
management standards (Section
279.20(a)(1)).

The requirements for used oil
generators were designed to impose a
minimal burden on generators while


