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produced or discharged; the likelihood
of contact with storm water; and history
of significant leaks or spills of toxic or
hazardous pollutants. Flows with a
significant potential for causing erosion
shall be identified.

(b) Inventory of Exposed Materials—
An inventory of the types of materials
handled at the site that potentially may
be exposed to precipitation. Such
inventory shall include a narrative
description of significant materials that
have been handled, treated, stored or
disposed in a manner to allow exposure
to storm water between the time of 3
years prior to the date of the submission
of a Notice of Intent (NOI) to be covered
under this permit and the present;
method and location of onsite storage or
disposal; materials management
practices employed to minimize contact
of materials with storm water runoff
between the time of 3 years prior to the
date of the submission of a Notice of
Intent (NOI) to be covered under this
permit and the present; the location and
a description of existing structural and
nonstructural control measures to
reduce pollutants in storm water runoff;
and a description of any treatment the
storm water receives.

(d) Spills and Leaks—A list of
significant spills and significant leaks of
toxic or hazardous pollutants that
occurred at areas that are exposed to
precipitation or that otherwise drain to
a storm water conveyance at the facility
after the date of 3 years prior to the date
of the submission of a Notice of Intent
(NOI) to be covered under this permit.
Such list shall be updated as
appropriate during the term of the
permit.

(d) Sampling Data—A summary of
existing discharge sampling data
describing pollutants in storm water
discharges from the facility, including a
summary of sampling data collected
during the term of this permit.

(e) Risk Identification and Summary
of Potential Pollutant Sources—A
narrative description of the potential
pollutant sources from the following
activities: loading and unloading
operations; outdoor storage activities;
outdoor manufacturing or processing
activities; significant dust or particulate
generating processes; and onsite waste
disposal practices. The description shall
specifically list any significant potential
source of pollutants at the site and for
each potential source, any pollutant or
pollutant parameter (e.g., biochemical
oxygen demand, etc.) of concern shall
be identified.

(3) Measures and Controls. Each
facility covered by this permit shall
develop a description of storm water
management controls appropriate for

the facility, and implement such
controls. The appropriateness and
priorities of controls in a plan shall
reflect identified potential sources of
pollutants at the facility. The
description of storm water management
controls shall address the following
minimum components, including a
schedule for implementing such
controls:

(a) Good Housekeeping—Good
housekeeping requires the maintenance
of areas that may contribute pollutants
to storm water discharges in a clean,
orderly manner. Particular attention
should be paid to areas where raw
materials are stockpiled, material
handling areas, storage areas, liquid
storage tanks, material handling areas,
and loading/unloading areas.

(b) Preventive Maintenance—A
preventive maintenance program shall
involve timely inspection and
maintenance of storm water
management devices (e.g., cleaning oil/
water separators, catch basins) as well
as inspecting and testing facility
equipment and systems to uncover
conditions that could cause breakdowns
or failures resulting in discharges of
pollutants to surface waters, and
ensuring appropriate maintenance of
such equipment and systems.

(c) Spill Prevention and Response
Procedures—Areas where potential
spills that can contribute pollutants to
storm water discharges can occur, and
their accompanying drainage points
shall be identified clearly in the storm
water pollution prevention plan. Where
appropriate, specifying material
handling procedures, storage
requirements, and use of equipment
such as diversion valves in the plan
should be considered. Procedures for
cleaning up spills shall be identified in
the plan and made available to the
appropriate personnel. The necessary
equipment to implement a clean up
should be available to personnel.

(d) Inspections—In addition to or as
part of the comprehensive site
evaluation required under XI.D.3.a.(4) of
this section, qualified facility personnel
shall be identified to inspect designated
equipment and areas of the facility at
appropriate intervals specified in the
plan. Material storage and handling
areas, liquid storage tanks, hoppers or
silos, vehicle and equipment
maintenance, cleaning, and fueling
areas, material handling vehicles,
equipment and processing areas shall be
inspected at least once per month as
part of the maintenance program. A set
of tracking or follow-up procedures
shall be used to ensure that appropriate
actions are taken in response to the

inspections. Records of inspections
shall be maintained.

(e) Employee Training—Employee
training programs shall inform
personnel responsible for implementing
activities identified in the storm water
pollution prevention plan or otherwise
responsible for storm water management
at all levels of responsibility of the
components and goals of the storm
water pollution prevention plan.
Training should address topics such as
spill response, good housekeeping and
material management practices. The
pollution prevention plan shall identify
periodic dates for such training.

(f) Recordkeeping and Internal
Reporting Procedures—A description of
incidents (such as spills, or other
discharges), along with other
information describing the quality and
quantity of storm water discharges shall
be included in the plan required under
this part. Inspections and maintenance
activities shall be documented and
records of such activities shall be
incorporated into the plan.

(g) Non-storm Water Discharges.
(i) The plan shall include a

certification that the discharge has been
tested or evaluated for the presence of
non-storm water discharges. The
certification shall include the
identification of potential significant
sources of non-storm water at the site,
a description of the results of any test
and/or evaluation for the presence of
non-storm water discharges, the
evaluation criteria or testing method
used, the date of any testing and/or
evaluation, and the onsite drainage
points that were directly observed
during the test. Certifications shall be
signed in accordance with Part VII.G. of
this permit. Such certification may not
be feasible if the facility operating the
storm water discharge associated with
industrial activity does not have access
to an outfall, manhole, or other point of
access to the ultimate conduit that
receives the discharge. In such cases,
the source identification section of the
storm water pollution prevention plan
shall indicate why the certification
required by this part was not feasible,
along with the identification of potential
significant sources of non-storm water at
the site. A discharger that is unable to
provide the certification required by this
paragraph must notify the Director in
accordance with paragraph
XI.D.3.a.(3)(g)(iii) (below).

(ii) Except for flows from fire fighting
activities, sources of non-storm water
listed in Part III.A.2 (Prohibition of Non-
storm Water Discharges) of this permit
that are combined with storm water
discharges associated with industrial
activity must be identified in the plan.


