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other liquid storage; pressure lines
containing slurry, hydraulic fluid or
other potential harmful liquids; and
loading or temporary storage of acidic
refuse or spoil. Specific potential
pollutants shall be identified, where
known.

(3) Measures and Controls. Each
facility covered by this permit shall
develop a description of storm water
management controls appropriate for
the facility and implement such
controls. The appropriateness and
priorities of controls in a plan shall
reflect identified potential sources of
pollutants at the facility. The
description of storm water management
controls shall address the following
minimum components, including a
schedule for implementing such
controls.

(a) Good Housekeeping—Good
housekeeping requires the maintenance
of areas that may contribute pollutants
to storm water discharges in a clean,
orderly manner. These would be
practices that would minimize the
generation of pollutants at the source or
before it would be necessary to employ
sediment ponds or other control
measures at the discharge outlets.
Where applicable, such measures or
other equivalent measures would
include the following: sweepers and
covered storage to minimize dust
generation and storm runoff;
conservation of vegetation where
possible to minimize erosion; watering
of haul roads to minimize dust
generation; collection, removal, and
proper disposal of waste oils and other
fluids resulting from vehicle and
equipment maintenance; or other
equivalent measures.

(b) Preventive Maintenance—A
preventive maintenance program shall
involve timely inspection and
maintenance of storm water
management devices as well as
inspecting and testing facility
equipment and systems to uncover
conditions that could cause breakdowns
or failures resulting in discharges of
pollutants to surface waters, and
ensuring appropriate maintenance of
such equipment and systems. Where
applicable, such measures would
include the following: removal and
proper disposal of settled solids in catch
basins to allow sufficient retention
capacity; periodic replacement of
siltation control measures subject to
deterioration such as straw bales;
inspections of storage tanks and
pressure lines for fuels, lubricants,
hydraulic fluid or slurry to prevent
leaks due to deterioration or faulty
connections; or other equivalent
measures.

(c) Spill Prevention and Response
Procedures—Areas where potential
spills that can contribute pollutants to
storm water discharges can occur, and
their accompanying drainage points
shall be identified clearly in the storm
water pollution prevention plan. Where
appropriate, specifying material
handling procedures, storage
requirements, and use of equipment
such as diversion valves in the plan
should be considered. Procedures for
cleaning up spills shall be identified in
the plan and made available to the
appropriate personnel. The necessary
equipment to implement a clean up
should be available to personnel.

(d) Inspections—In addition to or as
part of the comprehensive site
evaluation required under paragraph
XI.H.3.a.(4) of this section, qualified
facility personnel shall be identified to
inspect designated areas of the facility at
appropriate intervals specified in the
plan. The following shall be included in
the plan:

(i) Active Mining-Related Areas and
Those Inactive Areas Under SMCRA
Bond Authority—The plan shall require
quarterly inspections by the facility
personnel for areas of the facility
covered by pollution prevention plan
requirements. This inspection interval
corresponds with the quarterly
inspections for the entire facility
required to be provided by SMCRA
authority inspectors for all mining-
related areas under SMCRA authority,
including sediment and erosion control
measures. Inspections by the facility
representative may be done at the same
time as the mandatory inspections
performed by SMCRA inspectors.
Records of inspections of the SMCRA
authority facility representative shall be
maintained.

(ii) Inactive Mining-Related Areas Not
Under SMCRA Bond.—The plan shall
require annual inspections by the
facility representative except in
situations referred to in paragraph
XI.H.3.a.(4)(d) below.

(iii) Inspection Records—The plan
shall require that inspection records of
the facility representative and those of
the SMCRA authority inspector shall be
maintained. A set of tracking or follow-
up procedures shall be used to ensure
that appropriate actions are taken in
response to the inspections.

(e) Employee Training—Employee
training programs shall inform
personnel responsible for implementing
activities identified in the storm water
pollution prevention plan or otherwise
responsible for storm water management
at all levels of responsibility of the
components and goals of the storm
water pollution prevention plan.

Training should address topics such as
spill response, good housekeeping and
material management practices. The
pollution prevention plan shall identify
periodic dates for such training.

(f) Recordkeeping and Internal
Reporting Procedures—A description of
incidents (such as spills, or other
discharges) along with other
information describing the quality and
quantity of storm water discharges shall
be included in the plan required under
this part. Inspections and maintenance
activities shall be documented and
records of such activities shall be
incorporated into the plan.

(g) Non-storm Water Discharges
(i) The plan shall include a

certification that the discharge has been
tested or evaluated for the presence of
non-storm water discharges such as
drainage from underground portions of
inactive mines or floor drains from
maintenance or coal handling buildings.
The certification shall include the
identification of potential significant
sources of non-storm water discharges at
the site, a description of the results of
any test and/or evaluation, a description
of the evaluation criteria or testing
method used, the date of any testing
and/or evaluation, and the onsite
drainage points that were directly
observed during the test. Certifications
shall be signed in accordance with Part
VII.G. of this permit.

(ii) Except for flows from fire fighting
activities, authorized sources of non-
storm water listed in Part III.A.2.
(Prohibition of Non-storm Water
Discharges) of this permit that are
combined with storm water discharges
associated with industrial activity must
be identified in the plan. The plan shall
identify and ensure the implementation
of appropriate pollution prevention
measures for the non-storm water
component(s) of the discharge.

(iii) Any facility that is unable to
provide the certification required
(testing or other evaluation for non-
storm water discharges) must notify the
Director by [270 days after permit
issuance] or, for facilities that begin to
discharge storm water associated with
industrial activity after [insert date 270
days after permit issuance], 180 days
after submitting an NOI to be covered by
this permit. If the failure to certify is
caused by the inability to perform
adequate tests or evaluations, such
notification shall describe: the
procedure of any test conducted for the
presence of non-storm water discharges;
the results of such test or other relevant
observations; potential sources of non-
storm water to the storm discharge lines;
and why adequate tests for such storm


