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that are exposed to precipitation or
storm water runoff. Spills or leaks shall
be immediately addressed according to
the facility’s spill prevention and
response procedures.

(c) Recycling Facilities (source
separated materials)—The following
special conditions have been
established for the pollution prevention
plan for recycling facilities, including
MRFs, that receive only source-
separated recyclable materials primarily
from non-industrial and residential
sources.

(i) Inbound Recyclable Material
Control Program. The plan shall include
a recyclable material inspection
program to minimize the likelihood of
receiving non-recyclable materials (e.g.,
hazardous materials) that may be a
significant source of pollutants in
surface runoff. At a minimum, the
operator shall consider addressing in
the plan the following:

(a) A description of information and
education measures to educate the
appropriate suppliers of recyclable
materials on the types of recyclable
materials that are acceptable and those
that are not acceptable, e.g., household
hazardous wastes;

(b) A description of training
requirements for drivers responsible for
pickup of recyclable materials;

(c) Clearly mark public drop-off
containers as to what materials can be
accepted;

(d) Rejecting non-recyclable wastes or
household hazardous wastes at the
source; and

(e) A description of procedures for the
handling and disposal of non-recyclable
materials.

(ii) Outdoor Storage. The plan shall
include BMPs to minimize or reduce the
exposure of recyclable materials to
surface runoff and precipitation. The
plan, at a minimum, shall include good
housekeeping measures to prevent the
accumulation of visible quantities of
residual particulate matter and fluids,
particularly in high traffic areas. The
plan shall consider tarpaulins or their
equivalent to be used to cover exposed
bales of recyclable waste paper. The
operator shall consider within the plan
the use of the following types of BMPs
(individually or in combination) or their
equivalent, where practicable:

(a) Provide totally-enclosed drop-off
containers for public.

(b) Provide a sump and sump pump
with each containment pit. Discharge
collected fluids to sanitary sewer
system. Prevent discharging to the storm
sewer system;

(c) Provide dikes and curbs for
secondary containment, i.e., around
bales of recyclable waste paper;

(d) Divert surface runoff away from
outside material storage areas; and/or

(e) Provide covers over containment
bins, dumpsters, roll-off boxes; and,

(f) Store the equivalent one day’s
volume of recyclable materials indoors.

(iii) Indoor Storage and Material
Processing. The plan shall address
BMPs to minimize the release of
pollutants from indoor storage and
processing areas to the storm sewer
system. The plan shall establish specific
measures to ensure that all floor drains
do not discharge to the storm sewer
system. The following BMPs shall be
considered for inclusion in the plan:

(a) Schedule routine good
housekeeping measures for all storage
and processing areas;

(b) Prohibit a practice of allowing
tipping floor washwaters from draining
to any portion of the storm sewer
system;

(c) Provide employee training on
pollution prevention practices.

(iv) Vehicle and Equipment
Maintenance. The plan shall also
provide for BMPs in those areas where
vehicle and equipment maintenance is
occurring outdoors. At a minimum, the
following BMPs or equivalent measures
shall be considered for inclusion in the
plan:

(a) Prohibit vehicle and equipment
washwater from discharging to the
storm sewer system;

(b) Minimize or eliminate outdoor
maintenance areas, wherever possible;

(c) Establish spill prevention and
clean-up procedures in fueling areas;

(d) Provide employee training on
avoiding topping off fuel tanks;

(e) Divert runoff from fueling areas;
(f) Store lubricants and hydraulic

fluids indoors;
(g) Provide employee training on

proper, handling, storage of hydraulic
fluids and lubricants.

(d) Recordkeeping and Internal
Reporting Procedures—The following
record and internal reporting
procedures are applicable to all
discharges seeking coverage under this
permit. The plan shall include a
description of incidents (such as spills,
or other discharges), along with other
information describing the quality and
quantity of storm water discharges.
Inspections and maintenance activities
shall be documented and records of
such activities shall be incorporated
into the plan. The plan must address
spills, monitoring, and BMP inspection
and maintenance activities. BMPs
which are ineffective must be reported
and the date of their corrective action
noted. Employees must report incidents
of leaking fluids to facility management

and these reports must be incorporated
into the plan.

(e) Non-storm Water Discharges
(i) The plan shall include a

certification that the discharge has been
tested or evaluated for the presence of
non-storm water discharges. The
certification shall include the
identification of potential significant
sources of non-storm water at the site,
a description of the results of any test
and/or evaluation for the presence of
non-storm water discharges, the
evaluation criteria or testing method
used, the date of any testing and/or
evaluation, and the onsite drainage
points that were directly observed
during the test. Certifications shall be
signed in accordance with Part VII.G. of
this permit. Such certification may not
be feasible if the facility operating the
storm water discharge associated with
industrial activity does not have access
to an outfall, manhole, or other point of
access to the ultimate conduit which
receives the discharge. In such cases,
the source identification section of the
storm water pollution prevention plan
shall indicate why the certification
required by this part was not feasible,
along with the identification of potential
significant sources of non-storm water at
the site. A discharger that is unable to
provide the certification required by this
paragraph must notify the Director in
accordance with paragraph
XI.N.3.a.(3)(d)(iii) (below).

(ii) Except for flows from fire fighting
activities, sources of non-storm water
listed in Part III.A.2 (Prohibition of Non-
storm Water Discharges) of this permit
that are combined with storm water
discharges associated with industrial
activity must be identified in the plan.
The plan shall identify and ensure the
implementation of appropriate pollution
prevention measures for the non-storm
water component(s) of the discharge.

(iii) Failure to Certify—Any facility
that is unable to provide the
certification required (testing for non-
storm water discharges), must notify the
Director [Insert date 270 days after
permit issuance] or, for facilities which
begin to discharge storm water
associated with industrial activity after
[Insert date 270 days after permit
issuance], 180 days after submitting an
NOI to be covered by this permit. If the
failure to certify is caused by the
inability to perform adequate tests or
evaluations, such notification shall
describe: the procedure of any test
conducted for the presence of non-storm
water discharges; the results of such test
or other relevant observations; potential
sources of non-storm water discharges
to the storm sewer; and why adequate


