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water discharges shall be maintained in
a clean, orderly manner. The following
areas must be specifically addressed:

(i) Vehicle and Equipment Storage
Areas—The storage of vehicles and
equipment awaiting maintenance with
actual or potential fluid leaks must be
confined to designated areas (delineated
on the site map). The plan must
describe measures that prevent or
minimize contamination of the storm
water runoff from these areas. The
facility shall consider the use of drip
pans under vehicles and equipment,
indoor storage of the vehicles and
equipment, installation of berming and
diking of this area, use of absorbents,
roofing or covering storage areas,
cleaning pavement surface to remove oil
and grease, or other equivalent methods.

(ii) Fueling Areas—The plan must
describe measures that prevent or
minimize contamination of the storm
water runoff from fueling areas. The
facility shall consider covering the
fueling area, using spill and overflow
protection and cleanup equipment,
minimizing runon/runoff of storm water
to the fueling area, using dry cleanup
methods, collecting the storm water
runoff and providing treatment or
recycling, or other equivalent measures.

(iii) Material Storage Areas—Storage
units of all materials (e.g., used oil, used
oil filters, spent solvents, paint wastes,
radiator fluids, transmission fluids,
hydraulic fluids) must be maintained in
good condition, so as to prevent
contamination of storm water, and
plainly labeled (e.g., ‘‘used oil,’’ ‘‘spent
solvents,’’ etc.). The plan must describe
measures that prevent or minimize
contamination of the storm water runoff
from such storage areas. The facility
shall consider indoor storage of the
materials, installation of berming and
diking of the area, minimizing runon/
runoff of storm water to the areas, using
dry cleanup methods, collecting the
storm water runoff and providing
treatment, or other equivalent methods.

(iv) Vehicle and Equipment Cleaning
Areas—The plan must describe
measures that prevent or minimize
contamination of the storm water runoff
from all areas used for vehicle and
equipment cleaning. The facility shall
consider performing all cleaning
operations indoors, covering the
cleaning operation, ensuring that all
washwaters drain to the intended
collection system (i.e., not the storm
water drainage system unless NPDES
permitted), collecting the storm water
runoff from the cleaning area and
providing treatment or recycling, or
other equivalent measures. The
discharge of vehicle and equipment
wash waters, including tank cleaning

operations, are not authorized by this
permit and must be covered under a
separate NPDES permit or discharged to
a sanitary sewer in accordance with
applicable industrial pretreatment
requirements.

(v) Vehicle and Equipment
Maintenance Areas—The plan must
describe measures that prevent or
minimize contamination of the storm
water runoff from all areas used for
vehicle and equipment maintenance.
The facility shall consider performing
all maintenance activities indoors, using
drip pans, maintaining an organized
inventory of materials used in the shop,
draining all parts of fluids prior to
disposal, prohibiting wet clean up
practices where the practices would
result in the discharge of pollutants to
storm water drainage systems, using dry
cleanup methods, collecting the storm
water runoff from the maintenance area
and providing treatment or recycling,
minimizing runon/runoff of storm water
areas or other equivalent measures.

(vi) Locomotive Sanding (loading
sand for traction) Areas—The plan must
describe measures that prevent or
minimize contamination of the storm
water runoff from areas used for
locomotive sanding. The facility shall
consider covering sanding areas,
minimizing storm water runon/runoff,
appropriate sediment removal practices
to minimize the offsite transport of
sanding material by storm water, or
other equivalent measures.

(b) Preventive Maintenance—A
preventive maintenance program shall
include timely inspection and
maintenance of storm water
management devices (e.g., cleaning oil/
water separators, catch basins, drip
pans, vehicle-mounted drip
containment devices) as well as
inspecting and testing facility
equipment and systems to uncover
conditions that could cause breakdowns
or failures resulting in discharges of
pollutants to surface waters, and
ensuring appropriate maintenance of
such equipment and systems.

(c) Spill Prevention and Response
Procedures—Areas where potential
spills could contribute pollutants to
storm water discharges, and their
accompanying drainage points, shall be
identified clearly in the storm water
pollution prevention plan. Where
appropriate, specifying material
handling procedures, storage
requirements, and use of equipment
such as diversion valves in the plan
should be considered. Procedures and
equipment for cleaning up spills shall
be identified in the plan and made
available to the appropriate personnel.

(d) Inspections—Qualified facility
personnel shall be identified to inspect
designated equipment and areas of the
facility on a quarterly basis. The
following areas shall be included in all
inspections: storage area for vehicles
and equipment awaiting maintenance,
fueling areas, vehicle and equipment
maintenance areas (both indoors and
outdoors), material storage areas,
vehicle and equipment cleaning areas,
and loading and unloading areas.
Follow-up procedures shall be used to
ensure that appropriate actions are
taken in response to the inspections.
Records of inspections shall be
maintained. The use of a checklist
should be considered by the facility.

(e) Employee Training—Employee
training programs shall inform
personnel responsible for implementing
activities identified in the storm water
pollution prevention plan or otherwise
responsible for storm water management
of the components and goals of the
storm water pollution prevention plan.
Training should address topics such as
spill response, good housekeeping and
material management practices. The
pollution prevention plan shall identify
how often training will take place; at a
minimum, training must be held
annually (once per calendar year).
Employee training must, at a minimum,
address the following areas when
applicable to a facility: summary of the
facility’s pollution prevention plan
requirements; used oil management;
spent solvent management; spill
prevention, response and control;
fueling procedures; general good
housekeeping practices; proper painting
procedures; and used battery
management.

(f) Recordkeeping and Internal
Reporting Procedures—A description of
incidents (such as spills, or other
discharges), along with other
information describing the quality and
quantity of storm water discharges shall
be included in the plan required under
this part. Inspections and maintenance
activities shall be documented and
records of such activities shall be
incorporated into the plan.

(g) Non-storm Water Discharges.
(i) The plan shall include a

certification that the discharge has been
tested or evaluated for the presence of
non-storm water discharges. The
certification shall include the
identification of potential significant
sources of non-storm water at the site,
a description of the results of any test
and/or evaluation for the presence of
non-storm water discharges, the
evaluation criteria or testing method
used, the date of any testing and/or
evaluation, and the onsite drainage


