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climatic conditions, the discharger must
document the reason for not performing
the visual examination. Adverse
weather conditions which may prohibit
the collection of samples include
weather conditions that create
dangerous conditions for personnel
(such as local flooding, high winds,
hurricane, tornadoes, electrical storms,
etc.) or otherwise make the collection of
a sample impracticable (drought,
extended frozen conditions, etc.).

(6) When a discharger is unable to
conduct visual storm water
examinations at an inactive and
unstaffed site, the operator of the facility
may exercise a waiver of the monitoring
requirement as long as the facility
remains inactive and unstaffed. The
facility must maintain a certification
with the pollution prevention plan
stating that the site is inactive and
unstaffed so that performing visual
examinations during a qualifying event
is not feasible.

S. Storm Water Discharges Associated
With Industrial Activity From Vehicle
Maintenance Areas, Equipment
Cleaning Areas, or Deicing Areas
Located at Air Transportation Facilities

1. Discharges Covered Under This
Section

The requirements listed under this
section shall apply to storm water
discharges from establishments and/or
facilities including airports, air
terminals, air carriers, flying fields, and
establishments engaged in servicing or
maintaining airports and/or aircraft
(generally classified under Standard
Industrial Classification (SIC) code 45)
which have vehicle maintenance shops,
material handling facilities, equipment
cleaning operations or airport and/or
aircraft deicing/anti-icing operations.
For the purpose of this permit, the term
‘‘deicing’’ is defined as the process to
remove frost, snow, or ice and ‘‘anti-
icing’’ is the process which prevents the
accumulation of frost, snow, or ice.

(a) Coverage. Only those portions of
the facility or establishment that are
either involved in vehicle maintenance
(including vehicle rehabilitation,
mechanical repairs, painting, fueling,
and lubrication), equipment cleaning
operations, or deicing/anti-icing
operations are addressed under this
section.

When an industrial facility, described
by the above coverage provisions of this
section, has industrial activities being
conducted onsite that meet the
description(s) of industrial activities in
another section(s), that industrial
facility shall comply with any and all
applicable monitoring and pollution

prevention plan requirements of the
other section(s) in addition to all
applicable requirements in this section.
The monitoring and pollution
prevention plan terms and conditions of
this multi-sector permit are additive for
industrial activities being conducted at
the same industrial facility (co-located
industrial activities). The operator of the
facility shall determine which other
monitoring and pollution prevention
plan section(s) of this permit (if any) are
applicable to the facility.

2. Special Conditions
(a) Prohibition of Non-storm Water

Discharges. In addition to those
discharges prohibited under Part III.A.2,
non-storm water discharges including
aircraft, ground vehicle, runway and
equipment washwaters, and dry weather
discharges of deicing/anti-icing
chemicals are not authorized by this
permit. Dry weather discharges are
those discharges generated by processes
other than those included in the
definition of storm water. The definition
of storm water includes storm water
runoff, snow melt runoff, and surface
runoff and drainage. All other
discharges constitute non-storm water
discharges. Operators of non-storm
water discharges must obtain coverage
under a separate National Pollutant
Discharge Elimination System (NPDES)
permit if discharged to waters of the
United States or through a municipal
separate storm sewer system.

(b) Releases of Reportable Quantities
of Hazardous Substances and Oil. Each
individual permittee is required to
report spills equal to or exceeding the
reportable quantity levels specified at 40
CFR 110, 117, and 302 as described at
Part VI.B.2. If an airport authority is the
sole permittee, then the sum total of all
spills at the airport must be assessed
against the RQ. If the airport authority
is a co-permittee with other deicing/
anti-icing operators at the airport, such
as numerous different airlines, the
assessed amount must be the
summation of spills by each co-
permittee. If separate, distinct
individual permittees exist at the
airport, then the amount spilled by each
separate permittee must be the assessed
amount for the RQ determination.

3. Storm Water Pollution Prevention
Plan Requirements

Storm water pollution prevention
plans developed for areas of the facility
occupied by tenants of the airport shall
be integrated with the plan for the entire
airport. For the purposes of today’s
permit, tenants of the airport facility
include airline companies, fixed based
operators and other parties which have

contracts with the airport authority to
conduct business operations on airport
property which result in storm water
discharges associated with industrial
activity as described in paragraph 1 of
this section. Plans should be developed
in accordance with Part IV. Storm Water
Pollution Prevention Plans).

(a) Contents of Plan. Each plan shall
include, at a minimum, the following
items:

(1) Pollution Prevention Team. Each
plan shall identify a specific individual
or individuals as member(s) of a storm
water Pollution Prevention Team who
are responsible for developing the storm
water pollution prevention plan and
assisting the facility management in its
implementation, maintenance, and
revision. The plan shall clearly identify
the responsibilities of each team
member. The activities and
responsibilities of the team shall
address all aspects of the facility’s storm
water pollution prevention plan.

(2) Description of Potential Pollutant
Sources. Each plan shall provide a
description of potential sources which
may reasonably be expected to add
significant amounts of pollutants to
storm water discharges or which may
result in the discharge of pollutants
during dry weather from separate storm
sewers draining the facility. Each plan
shall identify all activities and
significant materials which may
potentially be significant pollutant
sources. Each plan shall include, at a
minimum:

(a) Drainage.
(i) A site map indicating an outline of

the drainage area of each storm water
outfall within the facility boundaries,
each existing structural control measure
to reduce pollutants in storm water
runoff, surface water bodies, locations
where significant materials are exposed
to precipitation, locations where major
spills or leaks identified under
paragraph XI.S.3.a.(2)(c) (Spills and
Leaks) of this section have occurred,
and the locations of the following
activities where such activities are
exposed to precipitation: aircraft and
runway deicing/anti-icing operations;
fueling stations; aircraft, ground vehicle
and equipment maintenance and/or
cleaning areas; storage areas for aircraft,
ground vehicles and equipment
awaiting maintenance; loading/
unloading areas; locations used for the
treatment, storage or disposal of wastes,
liquid storage tanks, processing areas
and storage areas. The map must
indicate the outfall locations and the
types of discharges contained in the
drainage areas of the outfalls.

(ii) For each area of the facility that
generates storm water discharges


