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criteria that must be met so that data
from an alternative test method can be
used in determining the capture
efficiency of a control system. For
additional information, see Guidelines
for Determining Capture Efficiency,
January 1994. (Docket No. A–93–10,
Item No. IV–B–1).

Day means a period of 24 consecutive
hours beginning at midnight local time,
or beginning at a time consistent with a
facility’s operating schedule.

Disposed offsite means sending used
organic solvent or coatings outside of
the facility boundaries for disposal.

Emission means the release or
discharge, whether directly or
indirectly, of HAP into the ambient air.

Enamel means a coat of colored
material, usually opaque, that is applied
as a protective topcoat over a basecoat,
primer, or previously applied enamel
coats. In some cases, another finishing
material may be applied as a topcoat
over the enamel.

Equipment leak means emissions of
volatile hazardous air pollutants from
pumps, valves, flanges, or other
equipment used to transfer or apply
coatings, adhesives, or organic solvents.

Equivalent method means any method
of sampling and analyzing for an air
pollutant that has been demonstrated to
the Administrator’s satisfaction to have
a consistent and quantitatively known
relationship to the reference method,
under specific conditions.

Finishing material means a coating
used in the wood furniture industry.
Such materials include, but are not
limited to, stains, basecoats, washcoats,
enamels, sealers, and topcoats.

Finishing operation means those
operations in which a finishing material
is applied to a substrate and is
subsequently air-dried, cured in an
oven, or cured by radiation.

Foam adhesive means a contact
adhesive used for gluing foam to fabric,
foam to foam, and fabric to wood.

Gluing operation means those
operations in which adhesives are used
to join components, for example, to
apply a laminate to a wood substrate or
foam to fabric.

Incidental wood furniture
manufacturer means a major source that
is primarily engaged in the manufacture
of products other than wood furniture or
wood furniture components and that
uses no more than 100 gallons per
month of finishing material or adhesives
in the manufacture of wood furniture or
wood furniture components.

Incinerator means, for the purposes of
this industry, an enclosed combustion
device that thermally oxidizes volatile
organic compounds to CO and CO2. This

term does not include devices that burn
municipal or hazardous waste material.

Janitorial maintenance means the
upkeep of equipment or building
structures that is not directly related to
the manufacturing process, for example,
cleaning of restroom facilities.

Lower confidence limit (LCL)
approach means a set of approval
criteria that must be met so that data
from an alternative test method can be
used in determining the capture
efficiency of a control system. For
additional information, see Guidelines
for Determining Capture Efficiency,
January 1994. (Docket No. A–93–10,
Item No. IV–B–1).

Material safety data sheet (MSDS)
means the documentation required for
hazardous chemicals by the
Occupational Safety and Health
Administration (OSHA) Hazard
Communication Standard (29 CFR Part
1910) for a solvent, cleaning material,
contact adhesive, coating, or other
material that identifies select reportable
hazardous ingredients of the material,
safety and health considerations, and
handling procedures.

Noncompliant coating/contact
adhesive means a finishing material,
contact adhesive, or strippable booth
coating that has a VHAP content (VOC
content for the strippable booth coating)
greater than the emission limitation
presented in Table 3 of this subpart.

Nonporous substrate means a surface
that is impermeable to liquids.
Examples include metal, rigid plastic,
flexible vinyl, and rubber.

Normally closed container means a
container that is closed unless an
operator is actively engaged in activities
such as emptying or filling the
container.

Operating parameter value means a
minimum or maximum value
established for a control device or
process parameter that, if achieved by
itself or in combination with one or
more other operating parameter values,
determines that an owner or operator
has complied with an applicable
emission limit.

Organic solvent means a volatile
organic liquid that is used for dissolving
or dispersing constituents in a coating
or contact adhesive, adjusting the
viscosity of a coating or contact
adhesive, or cleaning equipment. When
used in a coating or contact adhesive,
the organic solvent evaporates during
drying and does not become a part of
the dried film.

Overall control efficiency means the
efficiency of a control system,
calculated as the product of the capture
and control device efficiencies,
expressed as a percentage.

Permanent total enclosure means a
permanently installed enclosure that
completely surrounds a source of
emissions such that all emissions are
captured and contained for discharge
through a control device. For additional
information, see Guidelines for
Determining Capture Efficiency, January
1994. (Docket No. A–93–10, Item No.
IV–B–1).

Recycled onsite means the reuse of an
organic solvent in a process other than
cleaning or washoff.

Reference method means any method
of sampling and analyzing for an air
pollutant that is published in Appendix
A of 40 CFR part 60.

Research or laboratory facility means
any stationary source whose primary
purpose is to conduct research and
development to develop new processes
and products where such source is
operated under the close supervision of
technically trained personnel and is not
engaged in the manufacture of products
for commercial sale in commerce,
except in a de minimis manner.

Responsible official has the meaning
given to it in 40 CFR part 70, State
Operating Permit Programs (Title V
permits).

Sealer means a finishing material
used to seal the pores of a wood
substrate before additional coats of
finishing material are applied. Special
purpose finishing materials that are
used in some finishing systems to
optimize aesthetics are not sealers.

Solvent means a liquid used in a
coating or contact adhesive to dissolve
or disperse constituents and/or to adjust
viscosity. It evaporates during drying
and does not become a part of the dried
film.

Stain means any color coat having a
solids content by weight of no more
than 8.0 percent that is applied in single
or multiple coats directly to the
substrate. It includes, but is not limited
to, nongrain raising stains, equalizer
stains, prestains, sap stains, body stains,
no-wipe stains, penetrating stains, and
toners.

Storage containers means vessels or
tanks, including mix equipment, used to
hold finishing, gluing, cleaning, or
washoff materials.

Strippable spray booth material
means a coating that:

(1) Is applied to a spray booth wall to
provide a protective film to receive
overspray during finishing operations;

(2) That is subsequently peeled off
and disposed; and

(3) By achieving (1) and (2), reduces
or eliminates the need to use organic
solvents to clean spray booth walls.

Substrate means the surface onto
which a coating or contact adhesive is


