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applied (or into which a coating or
contact adhesive is impregnated).

Temporary total enclosure means an
enclosure that meets the requirements of
§ 63.805(e)(1) (i) through (iv) and is not
permanent, but constructed only to
measure the capture efficiency of
pollutants emitted from a given source.
Additionally, any exhaust point from
the enclosure shall be at least four
equivalent duct or hood diameters from
each natural draft opening. For
additional information, see Guidelines
for Determining Capture Efficiency,
January 1994. (Docket No. A–93–10,
Item No. IV–B–1).

Thinner means a volatile liquid that is
used to dilute coatings or contact
adhesives (to reduce viscosity, color
strength, and solids, or to modify drying
conditions).

Topcoat means the last film-building
finishing material that is applied in a
finishing system.

Touchup and repair means the
application of finishing materials to
cover minor finishing imperfections.

VHAP means any volatile hazardous
air pollutant listed in Table 2 to Subpart
JJ.

VHAP of potential concern means any
VHAP from the nonthreshold, high
concern, or unrankable list in Table b of
this subpart.

Volatile organic compound (VOC)
means any organic compound which
participates in atmospheric
photochemical reactions, that is, any
organic compound other than those
which the Administrator designates as
having negligible photochemical
reactivity. A VOC may be measured by
a reference method, an equivalent
method, an alternative method, or by
procedures specified under any rule. A
reference method, an equivalent
method, or an alternative method,
however, may also measure nonreactive
organic compounds. In such cases, the
owner or operator may exclude the
nonreactive organic compounds when
determining compliance with a
standard. For a list of compounds that
the Administrator has designated as
having negligible photochemical
reactivity, refer to 40 CFR part 51.10.

Washcoat means a transparent special
purpose finishing material having a
solids content by weight of 12.0 percent
by weight or less. Washcoats are applied
over initial stains to protect, to control
color, and to stiffen the wood fibers in
order to aid sanding.

Washoff operations means those
operations in which organic solvent is
used to remove coating from wood
furniture or a wood furniture
component.

Wood furniture means any product
made of wood, a wood product such as
rattan or wicker, or an engineered wood
product such as particleboard that is
manufactured under any of the
following standard industrial
classification codes: 2434, 2511, 2512,
2517, 2519, 2521, 2531, 2541, 2599, or
5712.

Wood furniture component means any
part that is used in the manufacture of
wood furniture. Examples include, but
are not limited to, drawer sides, cabinet
doors, seat cushions, and laminated
tops.

Wood furniture manufacturing
operations means the finishing, gluing,
cleaning, and washoff operations
associated with the production of wood
furniture or wood furniture
components.

(b) The nomenclature used in this
subpart has the following meaning:

(1) Ak = the area of each natural draft
opening (k) in a total enclosure, in
square meters.

(2) Cc=the VHAP content of a
finishing material (c), in kilograms of
volatile hazardous air pollutants per
kilogram of coating solids (kg VHAP/kg
solids), as supplied. Also given in
pounds of volatile hazardous air
pollutants per pound of coating solids
(lb VHAP/lb solids).

(3) Caj=the concentration of VHAP in
gas stream (j) exiting the control device,
in parts per million by volume.

(4) Cbi=the concentration of VHAP in
gas stream (i) entering the control
device, in parts per million by volume.

(5) Cdi=the concentration of VHAP in
gas stream (i) entering the control device
from the affected source, in parts per
million by volume.

(6) Cfk=the concentration of VHAP in
uncontrolled gas stream (k) emitted
directly to the atmosphere from the
affected source, in parts per million by
volume.

(7) E=the emission limit achieved by
an emission point or a set of emission
points, in kg VHAP/kg solids (lb VHAP/
lb solids).

(8) F=the control device efficiency,
expressed as a fraction.

(9) FV=the average inward face
velocity across all natural draft openings
in a total enclosure, in meters per hour.

(10) G=the VHAP content of a contact
adhesive, in kg VHAP/kg solids (lb
VHAP/lb solids), as applied.

(11) M=the mass of solids in finishing
material used monthly, kg solids/month
(lb solids/month).

(12) N=the capture efficiency,
expressed as a fraction.

(13) Qaj=the volumetric flow rate of
gas stream (j) exiting the control device,
in dry standard cubic meters per hour.

(14) Qbi=the volumetric flow rate of
gas stream (i) entering the control
device, in dry standard cubic meters per
hour.

(15) Qdi=the volumetric flow rate of
gas stream (i) entering the control device
from the emission point, in dry standard
cubic meters per hour.

(16) Qfk=the volumetric flow rate of
uncontrolled gas stream (k) emitted
directly to the atmosphere from the
emission point, in dry standard cubic
meters per hour.

(17) Qin i=the volumetric flow rate of
gas stream (i) entering the total
enclosure through a forced makeup air
duct, in standard cubic meters per hour
(wet basis).

(18) Qout j=the volumetric flow rate of
gas stream (j) exiting the total enclosure
through an exhaust duct or hood, in
standard cubic meters per hour (wet
basis).

(19) R=the overall efficiency of the
control system, expressed as a
percentage.

(20) S=the VHAP content of a solvent,
expressed as a weight fraction, added to
finishing materials.

(21) W=the amount of solvent, in
kilograms (pounds), added to finishing
materials during the monthly averaging
period.

(22) ac=after the control system is
installed and operated.

(23) bc=before control.

§ 63.802 Emission limits.
(a) Each owner or operator of an

existing affected source subject to this
subpart shall:

(1) Limit VHAP emissions from
finishing operations by meeting the
emission limitations for existing sources
presented in Table 3 of this subpart,
using any of the compliance methods in
§ 63.804(a). To determine VHAP
emissions from a finishing material
containing formaldehyde or styrene, the
owner or operator of the affected source
shall use the methods presented in
§ 63.803(l)(2) for determining styrene
and formaldehyde usage.

(2) Limit VHAP emissions from
contact adhesives by achieving a VHAP
limit for contact adhesives based on the
following criteria:

(i) For foam adhesives (contact
adhesives used for upholstery
operations) used in products that meet
the upholstered seating flammability
requirements of California Technical
Bulletin 116, 117, or 133, the Business
and Institutional Furniture
Manufacturers Association’s (BIFMA’s)
X5.7, UFAC flammability testing, or any
similar requirements from local, State,
or Federal fire regulatory agencies, the
VHAP content of the adhesive shall not


