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The Proposed Amendment
Accordingly, pursuant to the

authority delegated to me by the
Administrator, the Federal Aviation
Administration proposes to amend part
39 of the Federal Aviation Regulations
(14 CFR part 39) as follows:

PART 39—AIRWORTHINESS
DIRECTIVES

1. The authority citation for part 39
continues to read as follows:

Authority: 49 USC 106(g), 40101, 40113,
44701.

§ 39.13 [Amended]
2. Section 39.13 is amended by

adding the following new airworthiness
directive:
Fokker: Docket 95–NM–99–AD.

Applicability: Model F28 Mark 0100 series
airplanes equipped with Dowty Aerospace
Hydraulics main landing gear (MLG)
downlock actuators having part number (P/
N) 201218001, 201218002, 201218003, or
201218004, all serial numbers; certificated in
any category.

Note 1: This AD applies to each airplane
identified in the preceding applicability
provision, regardless of whether it has been
modified, altered, or repaired in the area
subject to the requirements of this AD. For
airplanes that have been modified, altered, or
repaired so that the performance of the
requirements of this AD is affected, the
owner/operator must use the authority
provided in paragraph (d) of this AD to
request approval from the FAA. This
approval may address either no action, if the
current configuration eliminates the unsafe
condition; or different actions necessary to
address the unsafe condition described in
this AD. Such a request should include an
assessment of the effect of the changed
configuration on the unsafe condition
addressed by this AD. In no case does the
presence of any modification, alteration, or
repair remove any airplane from the
applicability of this AD.

Compliance: Required as indicated, unless
accomplished previously.

To prevent jamming of the MLG downlock
actuator and a potential gear-up landing,
accomplish the following:

(a) Within 2 months after the effective date
of this AD, and thereafter at intervals not to
exceed 1,250 landings: Perform an inspection
to verify correct operation of the MLG
downlock actuator having P/N 201218001,
201218002, 201218003, or 201218004, all
serial numbers, in accordance with Fokker
Service Bulletin SBF100–32–072, dated
March 30, 1993, and Dowty Aerospace
Hydraulics Service Bulletin F100–32–505,
Revision 1, dated April 16, 1993.

(1) If the MLG downlock actuator operates
as specified in the inspection procedure
contained in the Accomplishment
Instructions of Dowty Aerospace Hydraulics
Service Bulletin F100–32–505, Revision 1,
dated April 16, 1993, prior to further flight,
record the accomplishment of the inspection

on the unit nameplate in accordance with the
Dowty Aerospace Hydraulics service
bulletin. Following accomplishment of each
subsequent inspection required by this AD,
record the accomplishment of the inspection
in accordance with the requirement of this
paragraph.

(2) If any MLG downlock actuator does not
operate as specified in the inspection
procedure contained in the Accomplishment
Instructions of Dowty Aerospace Hydraulics
Service Bulletin F100–32–505, Revision 1,
dated April 16, 1993, prior to further flight,
replace the downlock actuator with a
serviceable unit, in accordance with Chapter
32–32–05 of the Aircraft Maintenance
Manual. Thereafter, perform repetitive
inspections of the replacement unit in
accordance with paragraph (a) of this AD
until the replacement required by paragraph
(b) of this AD is accomplished.

(b) Within 9 months after the effective date
of this AD, replace any MLG downlock
actuator having P/N 201218001, 201218002,
201218003, or 201218004, any serial number,
with an improved unit having P/N
201218005, 201218006, 201218007, or
201218008, respectively; in accordance with
Fokker Service Bulletin SBF100–32–074,
dated July 21, 1993, and Dowty Aerospace
Hydraulics Service Bulletin F100–32–506,
dated June 9, 1993. Accomplishment of this
replacement constitutes terminating action
for the repetitive inspections required by
paragraph (a) of this AD.

(c) As of the effective date of this AD, no
person shall install on any airplane a MLG
downlock actuator having P/N 201218001,
201218002, 201218003, or 201218004, any
serial number.

(d) An alternative method of compliance or
adjustment of the compliance time that
provides an acceptable level of safety may be
used if approved by the Manager,
Standardization Branch, ANM–113, FAA,
Transport Airplane Directorate. Operators
shall submit their requests through an
appropriate FAA Principal Maintenance
Inspector, who may add comments and then
send it to the Manager, Standardization
Branch, ANM–113.

Note 2: Information concerning the
existence of approved alternative methods of
compliance with this AD, if any, may be
obtained from the Standardization Branch,
ANM–113.

(e) Special flight permits may be issued in
accordance with sections 21.197 and 21.199
of the Federal Aviation Regulations (14 CFR
21.197 and 21.199) to operate the airplane to
a location where the requirements of this AD
can be accomplished.

Issued in Renton, Washington, on
December 5, 1995.
Darrell M. Pederson,
Acting Manager, Transport Airplane
Directorate, Aircraft Certification Service.
[FR Doc. 95–30075 Filed 12–8–95; 8:45 am]
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SUMMARY: This document proposes the
adoption of a new airworthiness
directive (AD) that is applicable to
certain Fokker Model F28 Mark 0100
series airplanes. This proposal would
require inspection(s) to verify that the
position indicator of the fuel balance
transfer valve (FBTV) is in the closed
position, and closing the FBTV, if
necessary; and deactivation of the fuel
balance transfer system (FBTS). This
proposal is prompted by a report that,
under certain failure conditions, the
actuator of the FBTV could remain in
the open position without a flight deck
indication. The actions specified by the
proposed AD are intended to ensure that
the FBTV is not in the open position
during flight, which could lead to the
reduction of fuel supply to the engines
during cross-feed operation and
consequent engine fuel starvation.
DATES: Comments must be received by
January 22, 1996.
ADDRESSES: Submit comments in
triplicate to the Federal Aviation
Administration (FAA), Transport
Airplane Directorate, ANM–103,
Attention: Rules Docket No. 95–NM–
86–AD, 1601 Lind Avenue, SW.,
Renton, Washington 98055–4056.
Comments may be inspected at this
location between 9:00 a.m. and 3:00
p.m., Monday through Friday, except
Federal holidays.

The service information referenced in
the proposed rule may be obtained from
Fokker Aircraft USA, Inc., 1199 North
Fairfax Street, Alexandria, Virginia
22314. This information may be
examined at the FAA, Transport
Airplane Directorate, 1601 Lind
Avenue, SW., Renton, Washington.
FOR FURTHER INFORMATION CONTACT: Tim
Dulin, Aerospace Engineer,
Standardization Branch, ANM–113,
FAA, Transport Airplane Directorate,
1601 Lind Avenue, SW., Renton,
Washington 98055–4056; telephone
(206) 227–2141; fax (206) 227–1149.

SUPPLEMENTARY INFORMATION:

Comments Invited
Interested persons are invited to

participate in the making of the
proposed rule by submitting such
written data, views, or arguments as


