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* * * * *

PART 121—CERTIFICATION AND
OPERATIONS: DOMESTIC, FLAG, AND
SUPPLEMENTAL AIR CARRIERS AND
COMMERCIAL OPERATORS OF
LARGE AIRCRAFT

4. The authority citation for Part 121
continues to read as follows:

Authority: 49 U.S.C. 1354(a), 1355, 1356,
1357, 1401, 1421–1430, 1472, 1485, and
1502; 49 U.S.C. 106(g); 49 CFR 1.47(a).

5. By amending § 121.312 by revising
paragraphs (a)(1) through (a)(6), adding
a new paragraph (a)(8), and revising
paragraph (b) to read as follows:

§ 121.312 Materials for compartment
interiors.

(a) * * *
(1) Except as provided in paragraph

(a)(6) of this section, each airplane with
a passenger capacity of 20 or more and
manufactured after August 19, 1988, but
prior to August 20, 1990, must comply
with the heat release rate testing
provisions of § 25.853(d) in effect March
6, 1995 (formerly § 25.853(a–1) in effect
on August 20, 1986), except that the
total heat release over the first 2 minutes
of sample exposure must not exceed 100
kilowatt minutes per square meter and
the peak heat release rate must not
exceed 100 kilowatts per square meter.

(2) Each airplane with a passenger
capacity of 20 or more and
manufactured after August 19, 1990,
must comply with the heat release rate
and smoke testing provisions of
§ 25.853(d) in effect March 6, 1995
(formerly § 25.853(a–1) in effect on
September 26, 1988).

(3) Except as provided in paragraph
(a)(5) or (a)(6) of this section, each
airplane for which the application for
type certificate was filed prior to May 1,
1972, must comply with the provisions
of § 25.853 in effect on April 30, 1972,
regardless of the passenger capacity if
there is a substantially complete
replacement of the cabin interior after
April 30, 1972.

(4) Except as provided in paragraph
(a)(5) or (a)(6) of this section, each
airplane for which the application for
type certificate was filed after May 1,
1972, must comply with the material
requirements under which the airplane
was type certificated regardless of the
passenger capacity if there is a
substantially complete replacement of
the cabin interior after that date.

(5) Except as provided in paragraph
(a)(6) of this section, each airplane that
was type certificated after January 1,
1958, and has a passenger capacity of 20
or more, must comply with the heat
release rate testing provisions of

§ 25.853(d) in effect March 6, 1995
(formerly § 25.853(a–1) in effect on
August 20, 1986), if there is
substantially complete replacement of
the cabin interior components identified
in § 25.853(d) on or after that date,
except that the total heat release over
the first 2 minutes of sample exposure
shall not exceed 100 killowatt-minutes
per square meter and the peak heat
release rate shall not exceed 100
kilowatts per square meter.

(6) Each airplane that was type
certificated after January 1, 1958, and
has a passenger capacity of 20 or more,
must comply with the heat release rate
and smoke testing provisions of
§ 25.853(d) in effect March 6, 1995
(formerly § 25.853(a–1) in effect on
September 26, 1988), if there is a
substantially complete replacement of
the cabin interior components identified
in § 25.853(d) on or after August 20,
1990.
* * * * *

(8) Contrary provisions of this section
notwithstanding, galley carts and galley
standard containers that do not meet the
flammability and smoke emission
requirements of § 25.853(d) in effect
March 6, 1995 (formerly § 25.853(a–1))
may be used in airplanes that must meet
the requirements of paragraph (a–1),
(a)(2), (a)(5) or (a)(6) of this section,
provided the galley carts or standard
containers were manufactured prior to
March 6, 1995.

(b) For airplanes type certificated after
January 1, 1958, seat cushions, except
those on flight crewmember seats, in
any compartment occupied by crew or
passengers must comply with the
requirements pertaining to fire
protection of seat cushions in
§ 25.853(c) effective on November 26,
1984.

PART 135—AIR TAXI OPERATORS
AND COMMERCIAL OPERATORS

6. The authority citation for Part 135
continues to read as follows:

Authority: 49 U.S.C. 1354(a), 1355(a),
1421–1431, and 1502; 49 U.S.C. 106(g); 49
CFR 1.47(a).

7. By amending § 135.169 by revising
paragraph (a) to read as follows:

§ 135.169 Additional airworthiness
requirements.

(a) Except for commuter category
airplanes, no person may operate a large
airplane unless it meets the additional
airworthiness requirements of
§§121.213 through 121.283 and 121.307
of this chapter.
* * * * *

8. By revising § 135.170 to read as
follows:

§ 135.170 Materials for compartment
interiors.

(a) No person may operate an airplane
that conforms to an amended or
supplemental type certificate issued in
accordance with SFAR No. 41 for a
maximum certificated takeoff weight in
excess of 12,500 pounds unless within
one year after issuance of the initial
airworthiness certificate under that
SFAR, the airplane meets the
compartment interior requirements set
forth in § 25.853(a) in effect March 6,
1995 (formerly § 25.853 (a), (b), (b–1),
(b–2), and (b–3) of this chapter in effect
on September 26, 1978).

(b) No person may operate a large
airplane unless it meets the following
additional airworthiness requirements:

(1) Except for those materials covered
by paragraph (b)(2) of this section, all
materials in each compartment used by
the crewmembers or passengers must
meet the requirements of § 25.853 of this
chapter in effect as follows or later
amendment thereto:

(i) Except as provided in paragraph
(b)(1)(iv) of this section, each airplane
with a passenger capacity of 20 or more
and manufactured after August 19,
1988, but prior to August 20, 1990, must
comply with the heat release rate testing
provisions of § 25.853(d) in effect March
6, 1995 (formerly § 25.853(a–1) in effect
on August 20, 1986), except that the
total heat release over the first 2 minutes
of sample exposure rate must not exceed
100 kilowatt minutes per square meter
and the peak heat release rate must not
exceed 100 kilowatts per square meter.

(ii) Each airplane with a passenger
capacity of 20 or more and
manufactured after August 19, 1990,
must comply with the heat release rate
and smoke testing provisions of
§ 25.853(d) in effect March 6, 1995
(formerly § 25.83(a–1) in effect on
September 26, 1988).

(iii) Except as provided in paragraph
(b)(1) (v) or (vi) of this section, each
airplane for which the application for
type certificate was filed prior to May 1,
1972, must comply with the provisions
of § 25.853 in effect on April 30, 1972,
regardless of the passenger capacity, if
there is a substantially complete
replacement of the cabin interior after
April 30, 1972.

(iv) Except as provided in paragraph
(b)(1) (v) or (vi) of this section, each
airplane for which the application for
type certificate was filed after May 1,
1972, must comply with the material
requirements under which the airplane
was type certificated regardless of the
passenger capacity if there is a
substantially complete replacement of
the cabin interior after that date.


