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required inspections on 77 Beech
Models 1900C and 1900D airplanes or
$73,920 (16 workhours × $60 × 77
airplanes). These figures are based on
the assumption that no affected airplane
owner/operator has accomplished the
required initial inspection, and do not
account for the cost of repetitive
inspections. The FAA has no way of
determining the number of repetitive
inspections each owner/operator would
incur.

The regulations adopted herein will
not have substantial direct effects on the
States, on the relationship between the
national government and the States, or
on the distribution of power and
responsibilities among the various
levels of government. Therefore, in
accordance with Executive Order 12612,
it is determined that this final rule does
not have sufficient federalism
implications to warrant the preparation
of a Federalism Assessment.

For the reasons discussed above, I
certify that this action (1) is not a
‘‘significant regulatory action’’ under
Executive Order 12866; (2) is not a
‘‘significant rule’’ under DOT
Regulatory Policies and Procedures (44
FR 11034, February 26, 1979); and (3)
will not have a significant economic
impact, positive or negative, on a

substantial number of small entities
under the criteria of the Regulatory
Flexibility Act. A copy of the final
evaluation prepared for this action is
contained in the Rules Docket. A copy
of it may be obtained by contacting the
Rules Docket at the location provided
under the caption ADDRESSES.

List of Subjects in 14 CFR Part 39
Air transportation, Aircraft, Aviation

safety, Incorporation by reference,
Safety.

Adoption of the Amendment
Accordingly, pursuant to the

authority delegated to me by the
Administrator, the Federal Aviation
Administration amends part 39 of the
Federal Aviation Regulations (14 CFR
part 39) as follows:

PART 39—AIRWORTHINESS
DIRECTIVES

1. The authority citation for part 39
continues to read as follows:

Authority: 49 U.S.C. App. 1354(a), 1421
and 1423; 49 U.S.C. 106(g); and 14 CFR
11.89.

§ 39.13 [Amended]
2. Section 39.13 is amended by

removing AD 92–06–09, Amendment
39–8189 (57 FR 8060, March 6, 1992),

and by adding a new AD to read as
follows:
95–02–18 Beech Aircraft Corporation:

Amendment 39–9136; Docket No. 93–
CE–41–AD. Supersedes AD 92–06–09,
Amendment 39–8189.

Applicability: Models 1900, 1900C, and
1900D airplanes (all serial numbers),
certificated in any category.

Compliance: Required as indicated in the
body of this AD, unless already
accomplished.

To prevent failure of the engine truss
assembly caused by a cracked engine truss,
accomplish the following:

(a) For Models 1900 and 1900C airplanes
with either engine truss part number (P/N)
114–910025–1 or P/N 118–910025–1
installed that is not equipped with
reinforcement doublers at the engine firewall
attachment bosses, upon the accumulation of
1,400 hours TIS or within the next 100 hours
TIS after the effective date of this AD,
whichever occurs later, install reinforcement
doublers in accordance with the
ACCOMPLISHMENT INSTRUCTIONS
section of Beech Service Bulletin (SB) No.
2255, Revision VI, dated August 1994.

(b) For all affected airplanes having engine
truss P/N 129–910032–79 installed, initially
and repetitively inspect the engine truss for
cracks at the weld joints in accordance with
the ACCOMPLISHMENT INSTRUCTIONS
section of Beech SB 2255, Revision VI, dated
August 1994, at the times specified in the
following chart:

Models
Area specified in figure

1 of Beech SB No.
2255, Rev. VI

Initial inspection Repetitive inspection

1900 and 1900C .................... A ................................... Upon accumulating 1,400 hours TIS* ................................... Every 100 hours TIS.
1900 and 1900C .................... B and C ........................ Upon accumulating 3,200 hours TIS* ................................... Every 100 hours TIS.
1900D .................................... A ................................... Upon accumulating 3,200 hours TIS* ................................... Every 450 hours TIS.
1900D .................................... B and C ........................ Upon accumulating 3,200 hours TIS* ................................... Every 3,000 hours TIS.

* Or within the next 100 hours TIS after the effective date of this AD, whichever occurs later.

(c) For all Models 1900 and 1900C
airplanes having engine truss P/N 118–
9100–25–37, P/N 118–910025–121, P/N
114–910025–1 or P/N 118–910025–1,
initially and repetitively inspect the
engine truss for cracks at the weld joints
in accordance with the
ACCOMPLISHMENT INSTRUCTIONS
section of Beech Service Bulletin (SB)
2255, Revision VI, dated August 1994, at
the times specified in the following
chart:

Area speci-
fied in fig-
ure 1 of

Beech SB
N. 2255,
Rev. VI

Initial inspection Repetitive in-
spection

A .............. Upon accumu-
lating 1,400
hours TIS*.

Every 100
hours TIS.

Area speci-
fied in fig-
ure 1 of

Beech SB
N. 2255,
Rev. VI

Initial inspection Repetitive in-
spection

B .............. Upon accumu-
lating 1,400
hours TIS*.

Every 600
hours TIS.

C .............. Upon accumu-
lating 1,400
hours TIS*.

Every 3,000
hours TIS.

* Or within the next 100 hours TIS after the
effective date of this AD, whichever occurs
later.

Note 1: Beechcraft 1900 Airliner
Communique No. 27, dated February 1993,
provides information for identifying engine
trusses on Beech Model 1900 airplanes.
Copies of this document may be obtained
from the Wichita Aircraft Certification Office
(ACO) at the address specified in paragraph
(f) of this AD.

(d) If any cracks are found during the
inspections required by paragraphs (b)
and (c) of this AD, prior to further flight,
repair the crack or replace the engine
truss with one of the applicable truss
part numbers specified in the following
table, and reinspect the truss at the
times previously specified:

Truss part
No. Models Instructions

118–910025–
37 (service-
able truss).

1900 and
1900C.

Applicable
Mainte-
nance
Manual.

118–910025–
121 (serv-
iceable
truss).

1900 and
1900C.

Applicable
Mainte-
nance
Manual.

129–910032–
79.

1900, 1900C
and 1900D.

Beech Kit
114–9036–
1 or 114–
9036–3.


