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compliance with this AD, if any, may be
obtained from the Seattle ACO.

(g) Special flight permits may be issued in
accordance with sections 21.197 and 21.199
of the Federal Aviation Regulations (14 CFR
21.197 and 21.199) to operate the airplane to
a location where the requirements of this AD
can be accomplished.

(h) Certain inspections shall be done in
accordance with Boeing Service Bulletin
747–57A2266, dated June 6, 1991, as
indicated. The incorporation by reference of
this document was approved previously by
the Director of the Federal Register in
accordance with 5 U.S.C. 552(a) and 1 CFR
part 51 as of May 4, 1992 (57 FR 10415,
March 26, 1992). Other inspections and
replacement actions, as indicated, shall be
done in accordance with Boeing Service
Bulletin 747–57A2266, Revision 1, dated
May 21, 1992; Boeing Service Bulletin 747–
57A2266, Revision 2, dated June 10, 1993;
Boeing Service Bulletin 747–57A2266,
Revision 3, dated March 31, 1994; and
Boeing Service Bulletin 747–57A2266,
Revision 4, dated November 3, 1994. This
incorporation by reference was approved by
the Director of the Federal Register in
accordance with 5 U.S.C. 552(a) and 1 CFR
part 51. Copies may be obtained from Boeing
Commercial Airplane Group, P.O. Box 3707,
Seattle, Washington 98124–2207. Copies may
be inspected at the FAA, Transport Airplane
Directorate, 1601 Lind Avenue, SW., Renton,
Washington; or at the Office of the Federal
Register, 800 North Capitol Street NW., suite
700, Washington, DC.

(i) This amendment becomes effective on
March 23, 1995.

Issued in Renton, Washington, on January
24, 1995.
Darrell M. Pederson,
Acting Manager, Transport Airplane
Directorate, Aircraft Certification Service.
[FR Doc. 95–2173 Filed 2–17–95; 8:45 am]
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SUMMARY: This document publishes in
the Federal Register an amendment
adopting Airworthiness Directive (AD)
T95–02–51 that was sent previously to
all known U.S. owners and operators of
Aerospatiale Model ATR–42 and ATR–
72 series airplanes by individual
telegrams. Unless modifications are
accomplished or alternative procedures
and training are adopted, this AD
prohibits operation of the airplane in

certain icing conditions, and requires
restrictions on the use of the autopilot
in certain conditions. This AD also
provides for an optional terminating
action, which, if accomplished, would
terminate the requirements of this AD.
This amendment is prompted by an
FAA determination that, during flight in
freezing rain or freezing drizzle with the
flaps set at the 15-degree position, a
ridge of ice can form on the wing. This
ridge can interrupt the airflow over the
ailerons when the flaps are retracted to
the zero-degree position, and can cause
an aileron deflection and resultant
unusual control forces. The actions
specified by this AD are intended to
prevent a roll upset from which the
flight crew may be unable to recover.
DATES: Effective March 8, 1995, to all
persons except those persons to whom
it was made immediately effective by
telegraphic AD T95–02–51, issued
January 11, 1995, which contained the
requirements of this amendment.

The incorporation by reference of
certain publications listed in the
regulations is approved by the Director
of the Federal Register as of March 8,
1995.

Comments for inclusion in the Rules
Docket must be received on or before
April 24, 1995.
ADDRESSES: Submit comments in
triplicate to the Federal Aviation
Administration (FAA), Transport
Airplane Directorate, ANM–103,
Attention: Rules Docket No. 95–NM–
01–AD, 1601 Lind Avenue, SW.,
Renton, Washington 98055–4056.

The applicable service information
may be obtained from Aerospatiale, 316
Route de Bayonne, 31060 Toulouse,
Cedex 03, France. This information may
be examined at the FAA, Transport
Airplane Directorate, 1601 Lind
Avenue, SW., Renton, Washington; or at
the Office of the Federal Register, 800
North Capitol Street, NW., suite 700,
Washington, DC.
FOR FURTHER INFORMATION CONTACT: Sam
Grober or Gary Lium, Aerospace
Engineers, Standardization Branch,
ANM–113, FAA, Transport Airplane
Directorate, 1601 Lind Avenue, SW.,
Renton, Washington 98055–4056;
telephone (206) 227–1187 or (206) 227–
1112; fax (206) 227–1320.
SUPPLEMENTARY INFORMATION: On
December 9, 1994, the FAA issued
telegraphic airworthiness directive (AD)
T94–25–51, to address an unsafe
condition related to potential hazards
associated with operation of
Aerospatiale Model ATR–42 and ATR–
72 series airplanes in icing conditions.
That AD requires an operational
limitation that prohibits operation of the

airplane when icing conditions [as
defined in the Airplane Flight Manual
(AFM)] are forecast or reported. It also
requires restrictions on the use of the
autopilot in inadvertent icing
encounters, when the airplane is
operated in moderate or greater
turbulence, or whenever any unusual
lateral trim situation is observed.

That AD action was prompted by data
obtained following an accident
involving a Model ATR–72 series
airplane that occurred when the
airplane was enroute from Indianapolis
to Chicago. The accident occurred
during the initial descent for approach
to Chicago. The airplane had been in a
holding pattern for more than 30
minutes with flaps at the 15-degree
position, and there were icing
conditions and turbulence reported in
the area.

Although the official cause of the
accident has not been determined,
preliminary information from the
accident investigation indicates that,
immediately after the autopilot
disconnected, at an indicated airspeed
of approximately 185 knots, the ailerons
abruptly deflected in the right-wing-
down direction, and the airplane
entered an abrupt roll to the right,
which was not corrected before the
airplane impacted the ground.

Prior to the issuance of AD T94–25–
51, ATR conducted certain wind tunnel
and ground tests in Toulouse, France.
Following these tests, ATR contracted
with the United States Air Force to
conduct a series of flight tests at
Edwards Air Force Base, California. The
test program was developed in
conjunction with the National
Transportation Safety Board (NTSB),
National Aeronautics and Space
Administration (NASA), United States
Air Force, representatives from the
FAA, and the Direction Generale de
l’Aviation Civile (DGAC), which is the
airworthiness authority for France.

During these tests, a Model ATR–72
series airplane flew in close formation
behind an ‘‘icing tanker,’’ which is a
specially modified aerial refueling
airplane designed to create icing
conditions by spraying supercooled
water droplets on a test airplane during
flight. Appendix C of part 25 of the
Federal Aviation Regulations (14 CFR
part 25) defines droplet diameters,
liquid water content, temperature, and
horizontal extent parameters for testing
leading to approval of flight in icing
conditions. Water droplet diameters
specified in part 25 of the Federal
Aviation Regulations (FAR) for
certification of transport category
airplanes, and larger droplets well
outside the diameters specified in part


